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BY:‘ Aaron Hottenstein Division: Transportatio\n

- RAMP © (EASTBOUND OFF RAMP) AT MD 97 IN MONTGOMERY COUNTY.

" PROJECT DESCRIPTION
GENERAL

THIS PROJECT INVOLVES THE INSTALLATION U# A NEW TRAFFIC SIGNAL AT THE INTERSECTION OF 1-435,
MD 87 IS ASSUMED TG RUN IN A
'NORTH SOUTH DIRECTION.

 INTERSECTION OPERATION

THE INTERSECTION WILL OPERATE IN A SEMI-ACTUATED MODE USING TWO NEMA PHASES.

THIS SIGNAL WILL BE INTERCONNECTED TO THE MD 97 AND WB [-495 OFF RAMP SIGNAL IZED
INTERSECTION. THE NORTHBOUND MD 97 SIGNAL HEADS WILL BE CONTROLLED BY THE TRAFFIC
SIGNAL CONTROLLER AT THE WB 1-495 OFF RAMP

SPECIAL NOTES - ~
1. THE FOLLOWING CONTACT PERSONS FOR THIS PROJECT ARE AS FOLLOWS:

PROJECT CONTACTS:

MR. JEFFREY WENTZ. ASSISTANT DISTRICT ENGINEER ~ TRAFFIC
PHONE: (301) 513-7358 ‘
MR. DUANE BERNDARD. ASSISTANT DISTRICT ENGINEER ~ CONSTRUCTION
PHONE: (301) 513-7336
MR. WAYNE A. MOWDY., ASSISTANT DISTRICT ENGINEER — MAINTENANCE
PHONE: (301) 513-7304
MR. AUGIE REBISH., UTILITY ENGINEER
PHONE: (301) 513-7350

- MR. ROBERT SNYDER. SR.  CHIEF TRAFFIC OPERATIONS DIVISION
PHONE: (410) 787-1630 A '

MR. KAMAL HAMUD
MONTGOMERY COUNTY.
240-7177-8761

MR. STEVE CUSTER
PEPCO CUSTOMER DESIGN
201 W. GUIDE DR.
ROCKVILLE., MD 20850
PHONE: (301} 548-4333

TRAFFIC CONTROL: 104.00 - 30, 104.12 - 01, 104.13 - 01, 104.31 - 01, 104.32 -~ 01, 104.81- 02

: EQUIPMENT LIST
A. EQUIPMENT TO BE SUPPLIED BY THE ADMINISTRATION.

C. SHA FORCES SHALL REMOVE THE CONTROLLER AND ALL AUXILIARY EQUIPMENT FROM THE CONTROLLER CABINET.
THE CABINET AND ALL OTHER MATERIALS TO BE REMOVED BY THE CONTRACTOR SHALL BECOME THE PROPERTY

OF THE CONTRACTOR.

CATEGORY DESCRIPTION UNITS
CODE NO.
900000 TRAFFIC SIGNAL CONTROLLER AND W/ VIDEQC DETECTION INTERFACE EQUIP. EA
900000 FOUR CHANNEL., TIME DELAY. LOOP DETECTOR AMPLIFIER EA
- 973023 FLAT SHEET ALUMINUM SIGNS CONSISTING OF: SF
R3-5 (R) (30”x36") MAST ARM MOUNT EA
"D-3(1) (16" X VAR.) MAST ARM MOUNT EA
R10-11 (30”X30") MAST ARM MOUNT EA
W3-3 (36”X36”) MAST ARM MOUNT EA
"W3-3 (367X36"7) AND “NEW” PANEL WITH FLAGS — GROUND MOUNT EA
R3-2 (30”X30”) GROUND MOUNT . _ , EA
ASSOCIATED SHIELD ASSEMBLY (487X75") BAND TO POLE EA
B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR.
CATEGORY " DESCRIPTION UNITS
CODE NO. _
203030 TEST PIT EXCAVATION cY
585452 24 INCH WHITE PERMANENT PREFORMED PAVEMENT MARKINGS LF
800000 EMBEDDED METERED SERVICE PEDESTAL EA
800000 ELECTRICAL CABLE - 1 CONDUCTOR (NO. 4 AWG) LF
800000 12 PAIR COMMUNICATION CABLE UNDERGROUND - JELLY FILLED LF
800000 ELECTRICAL CABLE - 1 CONDUCTOR (250 KCMIL) LF
801004 CONCRETE FOR SIGNAL FOUNDATION cY
801104 WOOD SIGN SUPPORTS 4 INCH X 4 INCH LF
802501 NO. 6 AWG STRANDED BARE COPPER GROUND WIRE LF
805118 4” SCHEDULE 80 RIGID PVC CONDUIT ~BORED LF
805135 3” SCHEDULE 80 RIGID PVC CONDUIT - TRENCHED LF
805140 4" SCHEDULE 80 RIGID PVC CONDUIT —TRENCHED : LF
- 805160 1 INCH LIQUID TIGHT FLEXIBLE NON-METALLIC CONDUIT FOR DETECTOR SLEEVE LF
810601 NONINVASIVE DETECTOR, 500 FOOT LEAD IN CABLE EA
811001 FURNISH AND INSTALL ELECTRICAL HANDHOLE EA
816001 VIDEO DETECTION CAMERA EA
816005 VIDEQO DETECTION CABLE. 250 FT EA
816110 TRAFFIC SIGNAL CABINET NEMA SIZE 6 EA
. 818021 27 FOOT STEEL POLE WITH TWIN MAST ARMS (50 FOOT AND 60 FOOT) EA
. 818030 STEEL POLE WITH A SINGLE 38 FOOT MAST ARM : EA
822002 12-PAIR COMMUNICATION CABLE. JELLYFILLED(UNDERGROUND) LF
822500 AS-BUILT FOR TRAFFIC SIGNAL - - EA
831010 250 WATT HIGH PRESSURE SODIUM LAMP AND LUMINAIRE EA
832017 CABLE — 1 CONDUCTOR, ND 4 AWG, TYPE USE. 600V LF
837001 GROUND ROD - 3/4 INCH DIAMETER X 10-FOOT LENGTH EA
860272 12" VEHICULAR LED TRAFFIC SIGNAL HEAD SECTION EA
861104 ELECTRICAL CABLE — 2 CONDUCTOR (ALUMINUM SHIELDED) LF
861106 ELECTRICAL CABLE — 3 CONDUCTOR (NO. 14 AWG) LF
861107 ELECTRICAL CABLE — 5 CONDUCTOR (NG. 14 AWG) LF
861116 ELECTRICAL CABLE — 2 CONDUCTOR (NO. 12 AWG) TRAY CABLE LF
862101 LOOP WIRE ENCASED IN FLEXIBLE TUBING (NO. 14 AWG) LF
- 862102 SAWCUT FOR SIGNAL (LOOP DETECTOR) - LF
. 866101 10 FOOT LIGHTING ARM ON SIGNAL STRUCTURE EA

2. MAINTENANCE OF TRAFFIC WILL BE HANDLED BY THE CONTRACTOR UTILIZING THE FOLLOWING STANDARD PLATES FOR
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. STATE OF MARYLAND .
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

OFFICE OF TRAFFIC & SAFETY
TRAFFIC ENGINEERING DESIGN DIVISION

MD 97 (GEORGIA AVENUE)

AT RAMP 6 FROM 1495 TO SOUTHBOUND MD 97
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